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1/5
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 KS2



1/6
08/2019

KS2 S2 24V DC R / L

 : 

 

UN 24V DC (19V...28V)

IN 0,5 A

IA 0,7 A

PN 12 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 200 N 

FA

s > 600 mm 

FH  1800 N ( )

,  3x 0,5 mm²,  ~3m

v
 10,0 mm/S    10,0 mm/S

s 50 – 800 mm  

L

<<70 dB (A)
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1/7
08/2019

KS2 S2 24V DC R / L

s [mm] L [mm]

LZ PG

200 335
KS2 200 S2 24V R E6/C-0 1 5100521120

KS2 200 S2 24V L E6/C-0 1 5100521420

300 380
KS2 300 S2 24V R E6/C-0 1 5100521130

KS2 300 S2 24V L E6/C-0 1 5100521430

400 430
KS2 400 S2 24V R E6/C-0 1 5100521140

KS2 400 S2 24V L E6/C-0 1 5100521440

500 545
KS2 500 S2 24V R E6/C-0 1 5100521150

KS2 500 S2 24V L E6/C-0 1 5100521450

600 545
KS2 600 S2 24V R E6/C-0 1 5100521160

KS2 600 S2 24V L E6/C-0 1 5100521460

800 625
KS2 800 S2 24V R E6/C-0 1 5100521180

KS2 800 S2 24V L E6/C-0 1 5100521480

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004

101 516004

  5 m – ,  – 5 x 0,5mm² 501054
net

10 m – ,  – 5 x 0,5 mm² 501056

CCC : 2018081801000484
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KS2 S2 24V DC R / L

 : 

 

UN 24V DC (19V...28V)

IN 0,5 A

IA 0,7 A

PN 12 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 200 N 

FA

s > 600 mm 

FH  1800 N ( )

,  3 x 0,5 mm²,  ~3m

v
 10,0 mm/S    10,0 mm/S

s 50 – 800 mm

L

<<70 dB (A)

2641
5

13
1213

  L
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1/9
08/2019

KS2 S2 24V DC R / L

s [mm] L [mm]

LZ PG

200 335
KS2 200 S2 24V R E6/C-0 1 521120

KS2 200 S2 24V L E6/C-0 1 521420

300 380
KS2 300 S2 24V R E6/C-0 1 521130

KS2 300 S2 24V L E6/C-0 1 521430

400 430
KS2 400 S2 24V R E6/C-0 1 521140

KS2 400 S2 24V L E6/C-0 1 521440

500 545
KS2 500 S2 24V R E6/C-0 1 521150

KS2 500 S2 24V L E6/C-0 1 521450

600 545
KS2 600 S2 24V R E6/C-0 1 521160

KS2 600 S2 24V L E6/C-0 1 521460

800 625
KS2 800 S2 24V R E6/C-0 1 521180

KS2 800 S2 24V L E6/C-0 1 521480

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004

101 516004

  5 m – ,  – 5 x 0,5mm² 501054
net

10 m – ,  – 5 x 0,5 mm² 501056



1/10
08/2019

KS2 S2 230V AC R / L

 : 

 

 

UN 230V AC (50 Hz)

IN 0,13 A

IA 0,2 A

PN 30 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60°C

FZ 200 N 

FA

s > 600 mm 

FH  1800 N ( )

,  6 x 0,75 mm²,  ~3m

v
 10,0 mm/S    10,0 mm/S

s 50 – 800 mm 

L

<<70 dB (A)

2641
5
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3
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1/11
08/2019

KS2 S2 230V AC R / L

s [mm] L [mm]

LZ PG

200 475
KS2 200 S2 230V R E6/C-0 1 5100494920

KS2 200 S2 230V L E6/C-0 1 5100494720

300 520
KS2 300 S2 230V R E6/C-0 1 5100494930

KS2 300 S2 230V L E6/C-0 1 5100494730

400 570
KS2 400 S2 230V R E6/C-0 1 5100494940

KS2 400 S2 230V L E6/C-0 1 5100494740

500 685
KS2 500 S2 230V R E6/C-0 1 5100494950

KS2 500 S2 230V L E6/C-0 1 5100494750

600 685
KS2 600 S2 230V R E6/C-0 1 5100494960

KS2 600 S2 230V L E6/C-0 1 5100494760

800 765
KS2 800 S2 230V R E6/C-0 1 5100494980

KS2 800 S2 230V L E6/C-0 1 5100494780

CCC : 2018081801000484

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004

101 516004

  5 m – ,  – 6 x 0,75 mm² 501164
net

10 m – ,  – 6 x 0,75 mm² 501166



1/12
08/2019

 : 

 

 

KS2 S2 230V AC R / L
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UN 230V AC (50 Hz)

IN 0,13 A

IA 0,2 A

PN 30 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60°C

FZ 200 N 

FA

s > 600 mm 

FH  1800 N ( )

,  6 x 0,75 mm²,  ~3m

v
 10,0 mm/S    10,0 mm/S

s 50 – 800 mm 

L

<<70 dB (A)



1/13
08/2019

KS2 S2 230V AC R / L

s [mm] L [mm]

LZ PG

200 475
KS2 200 S2 230V R E6/C-0 1 494920

KS2 200 S2 230V L E6/C-0 1 494720

300 520
KS2 300 S2 230V R E6/C-0 1 494930

KS2 300 S2 230V L E6/C-0 1 494730

400 570
KS2 400 S2 230V R E6/C-0 1 494940

KS2 400 S2 230V L E6/C-0 1 494740

500 685
KS2 500 S2 230V R E6/C-0 1 494950

KS2 500 S2 230V L E6/C-0 1 494750

600 685
KS2 600 S2 230V R E6/C-0 1 494960

KS2 600 S2 230V L E6/C-0 1 494760

800 765
KS2 800 S2 230V R E6/C-0 1 494980

KS2 800 S2 230V L E6/C-0 1 494780

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004

101 516004

  5 m – ,  – 6 x 0,75 mm² 501164
net

10 m – ,  – 6 x 0,75 mm² 501166



1/14
08/2019

KS2 S12 24V DC R

 : , , ferralux®-NSHEV

 S12

 Z :  ( 24 V, 500 mA)

 

 M-COM (S3/S12)
 

UN 24V DC (19V ...28V)

IN 0,7 A

IA 1,0 A

PN 17 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60°C

FZ 250 N 

FA

50
0

250

150
100

200

500400 600300200 s (mm)

F (N)

800 1000

Pull
Zug

Push
Schub

s > 600 mm 

FH  1800 N ( )

,  3 x 0,5 mm², ~3m

,  5 x 0,5 mm², ~3m (Z )

v
s < 400            8,0 mm/S    8,0 mm/S
s 500 – 600     12,0 mm/S    8,0 mm/S
s > 600        13,5 mm/S    8,0 mm/S

s 50 – 1000 mm 

L

<<70 dB (A)

2641

5

13
1213

  L
 

s

14
3

R



1/15
08/2019

KS2 S12 24V DC R

s [mm] L [mm]

LZ PG

200 335
KS2 200 S12 24V R E6/C-0 1 5100521620

KS2 200 S12 24V Z R E6/C-0 1 5100521623

300 380
KS2 300 S12 24V R E6/C-0 1 5100521630

KS2 300 S12 24V Z R E6/C-0 1 5100521633

400 430
KS2 400 S12 24V R E6/C-0 1 5100521640

KS2 400 S12 24V Z R E6/C-0 1 5100521643

500 545
KS2 500 S12 24V R E6/C-0 1 5100521650

KS2 500 S12 24V Z R E6/C-0 1 5100521653

600 545
KS2 600 S12 24V R E6/C-0 1 5100521660

KS2 600 S12 24V Z R E6/C-0 1 5100521663

800 625
KS2 800 S12 24V R E6/C-0 1 5100521680

KS2 800 S12 24V Z R E6/C-0 1 5100521683

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

:

  5 m – ,  – 5 x 0,5 mm² 501054 net

10 m – ,  – 5 x 0,5 mm² 501056

S12

24V S12 524190
net

24V / 230V S12 524180

M-COM 1 524177

CCC : 2018081801000484



1/16
08/2019

 : , , ferralux®-NSHEV

 S12

 Z :  ( 24 V, 500 mA)

 

 M-COM (S3/S12)
 

KS2 S12 24V DC R

2641
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s
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3

R

UN 24V DC (19V ...28V)

IN 0,7 A

IA 1,0 A

PN 17 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60°C

FZ 250 N 

FA

50
0

250

150
100

200

500400 600300200 s (mm)

F (N)

800 1000

Pull
Zug

Push
Schub

s > 600 mm 

FH  1800 N ( )

,  3 x 0,5 mm², ~3m

,  5 x 0,5 mm², ~3m (Z )

v
s < 400            8,0 mm/S    8,0 mm/S
s 500 – 600     12,0 mm/S    8,0 mm/S
s > 600        13,5 mm/S    8,0 mm/S

s 50 – 1000 mm 

L

<<70 dB (A)



1/17
08/2019

KS2 S12 24V DC R

s [mm] L [mm]

LZ PG

200 335
KS2 200 S12 24V R E6/C-0 1 521620

KS2 200 S12 24V Z R E6/C-0 1 521623

300 380
KS2 300 S12 24V R E6/C-0 1 521630

KS2 300 S12 24V Z R E6/C-0 1 521633

400 430
KS2 400 S12 24V R E6/C-0 1 521640

KS2 400 S12 24V Z R E6/C-0 1 521643

500 545
KS2 500 S12 24V R E6/C-0 1 521650

KS2 500 S12 24V Z R E6/C-0 1 521653

600 545
KS2 600 S12 24V R E6/C-0 1 521660

KS2 600 S12 24V Z R E6/C-0 1 521663

800 625
KS2 800 S12 24V R E6/C-0 1 521680

KS2 800 S12 24V Z R E6/C-0 1 521683

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

:

  5 m – ,  – 5 x 0,5 mm² 501054 net

10 m – ,  – 5 x 0,5 mm² 501056

S12

24V S12 524190
net

24V / 230V S12 524180

M-COM 1 524177



1/18
08/2019

KS2 S12 24V DC L

 : , , ferralux®-NSHEV

 S12

 Z :  ( 24 V, 500 mA)

 

 M-COM (S3/S12)
  

UN 24V DC (19V ...28V)

IN 0,7 A

IA 1,0 A

PN 17 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60°C

FZ 250 N 

FA

50
0

250

150
100

200

500400 600300200 s (mm)

F (N)

800 1000

Pull
Zug

Push
Schub

s > 600 mm 

FH  1800 N ( )

,  3 x 0,5 mm², ~3m

,  5 x 0,5 mm², ~3m (Z )

v
s < 400            8,0 mm/S    8,0 mm/S
s 500 – 600     12,0 mm/S    8,0 mm/S
s > 600        13,5 mm/S    8,0 mm/S

s 50 – 1000 mm 

L

<<70 dB (A)

s

26

  L
 

13
1213

14
3

41

5

L



1/19
08/2019

KS2 S12 24V DC L

s [mm] L [mm]

LZ PG

200 335
KS2 200 S12 24V L E6/C-0 1 5100521720

KS2 200 S12 24V Z L E6/C-0 1 5100521723

300 380
KS2 300 S12 24V L E6/C-0 1 5100521730

KS2 300 S12 24V Z L E6/C-0 1 5100521733

400 430
KS2 400 S12 24V L E6/C-0 1 5100521740

KS2 400 S12 24V Z L E6/C-0 1 5100521743

500 545
KS2 500 S12 24V L E6/C-0 1 5100521750

KS2 500 S12 24V Z L E6/C-0 1 5100521753

600 545
KS2 600 S12 24V L E6/C-0 1 5100521760

KS2 600 S12 24V Z L E6/C-0 1 5100521763

800 625
KS2 800 S12 24V L E6/C-0 1 5100521780

KS2 800 S12 24V Z L E6/C-0 1 5100521783

CCC : 2018081801000484

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

:

  5 m – ,  – 5 x 0,5 mm² 501054 net

10 m – ,  – 5 x 0,5 mm² 501056

S12

24V S12 524190
net

24V / 230V S12 524180

M-COM 1 524177



1/20
08/2019

KS2 S12 24V DC L

 : , , ferralux®-NSHEV

 S12

 Z :  ( 24 V, 500 mA)

 

 M-COM (S3/S12)
 

UN 24V DC (19V ...28V)

IN 0,7 A

IA 1,0 A

PN 17 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60°C

FZ 250 N 

FA

50
0

250

150
100

200

500400 600300200 s (mm)

F (N)

800 1000

Pull
Zug

Push
Schub

s > 600 mm 

FH  1800 N ( )

,  3 x 0,5 mm², ~3m

,  5 x 0,5 mm², ~3m (Z )

v
s < 400            8,0 mm/S    8,0 mm/S
s 500 – 600     12,0 mm/S    8,0 mm/S
s > 600        13,5 mm/S    8,0 mm/S

s 50 – 1000 mm  

L

<<70 dB (A)

s

26

  L
 

13
1213

14
3

41

5

L



1/21
08/2019

KS2 S12 24V DC L

s [mm] L [mm]

LZ PG

200 335
KS2 200 S12 24V L E6/C-0 1 521720

KS2 200 S12 24V Z L E6/C-0 1 521723

300 380
KS2 300 S12 24V L E6/C-0 1 521730

KS2 300 S12 24V Z L E6/C-0 1 521733

400 430
KS2 400 S12 24V L E6/C-0 1 521740

KS2 400 S12 24V Z L E6/C-0 1 521743

500 545
KS2 500 S12 24V L E6/C-0 1 521750

KS2 500 S12 24V Z L E6/C-0 1 521753

600 545
KS2 600 S12 24V L E6/C-0 1 521760

KS2 600 S12 24V Z L E6/C-0 1 521763

800 625
KS2 800 S12 24V L E6/C-0 1 521780

KS2 800 S12 24V Z L E6/C-0 1 521783

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

:

  5 m – ,  – 5 x 0,5 mm² 501054 net

10 m – ,  – 5 x 0,5 mm² 501056

S12

24V S12 524190
net

24V / 230V S12 524180

M-COM 1 524177



1/22
08/2019

KS2 S12 230V AC R

 : 

  S12

 1

 Z :  ( 24 V, 500 mA)

 4

Z

UN 230V AC (50 Hz)

IN 0,13 A

IA 0,2 A

PN 30 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 250 N 

FA

50
0

250

150
100

200

500400 600300200 s (mm)

F (N)

800 1000

Pull
Zug

Push
Schub

s > 600 mm 

FH  1800 N ( )

, 6 x 0,75 mm², 

v
 8,0 mm/S    8,0 mm/S

s 50 – 1000 mm 

L

<<70 dB (A)

2641

5

13
1213

  L
 

s

2
3

R



1/23
08/2019

KS2 S12 230V AC R

s [mm] L [mm]

LZ PG

200 475
KS2 200 S12 230V R E6/C-0 1 5100494020

KS2 200 S12 230V Z R E6/C-0 1 5100494023

300 520
KS2 300 S12 230V R E6/C-0 1 5100494030

KS2 300 S12 230V Z R E6/C-0 1 5100494033

400 570
KS2 400 S12 230V R E6/C-0 1 5100494040

KS2 400 S12 230V Z R E6/C-0 1 5100494043

500 685
KS2 500 S12 230V R E6/C-0 1 5100494050

KS2 500 S12 230V Z R E6/C-0 1 5100494053

600 685
KS2 600 S12 230V R E6/C-0 1 5100494060

KS2 600 S12 230V Z R E6/C-0 1 5100494063

800 765
KS2 800 S12 230V R E6/C-0 1 5100494080

KS2 800 S12 230V Z R E6/C-0 1 5100494083

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

  5 m – ,  – 6 x 0,75 mm² 501164
net

10 m – , – 6 x 0,75 mm² 501166

 S12

230V S12 495588

net230V S12 495590

24V / 230V S12 524180

CCC : 2018081801000484



1/24
08/2019

KS2 S12 230V AC R

 : 

  S12

 1

 Z :  ( 24 V, 500 mA)

 4

Z

2641

5
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  L
 

s

2
3

R

UN 230V AC (50 Hz)

IN 0,13 A

IA 0,2 A

PN 30 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 250 N 

FA

50
0

250

150
100

200

500400 600300200 s (mm)

F (N)

800 1000

Pull
Zug

Push
Schub

s > 600 mm 

FH  1800 N ( )

, 6 x 0,75 mm², 

v
 8,0 mm/S    8,0 mm/S

s 50 – 1000 mm 

L

<<70 dB (A)



1/25
08/2019

KS2 S12 230V AC R

s [mm] L [mm]

LZ PG

200 475
KS2 200 S12 230V R E6/C-0 1 494020

KS2 200 S12 230V Z R E6/C-0 1 494023

300 520
KS2 300 S12 230V R E6/C-0 1 494030

KS2 300 S12 230V Z R E6/C-0 1 494033

400 570
KS2 400 S12 230V R E6/C-0 1 494040

KS2 400 S12 230V Z R E6/C-0 1 494043

500 685
KS2 500 S12 230V R E6/C-0 1 494050

KS2 500 S12 230V Z R E6/C-0 1 494053

600 685
KS2 600 S12 230V R E6/C-0 1 494060

KS2 600 S12 230V Z R E6/C-0 1 494063

800 765
KS2 800 S12 230V R E6/C-0 1 494080

KS2 800 S12 230V Z R E6/C-0 1 494083

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

  5 m – ,  – 6 x 0,75 mm² 501164
net

10 m – , – 6 x 0,75 mm² 501166

 S12

230V S12 495588

net230V S12 495590

24V / 230V S12 524180



1/26
08/2019

KS2 S12 230V AC L

 : 

  S12

 8 1

 Z :  ( 24 V, 500 mA)

 4

Z

UN 230V AC (50 Hz)

IN 0,13 A

IA 0,2 A

PN 30 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 250 N 

FA

50
0

250

150
100

200

500400 600300200 s (mm)

F (N)

800 1000

Pull
Zug

Push
Schub

s > 600 mm 

FH  1800 N ( )

, 6 x 0,75 mm², 

v
 8,0 mm/S    8,0 mm/S

s 50 – 1000 mm

L

<<70 dB (A)

s

26

  L
 

13
1213

2
3

41

5

L



1/27
08/2019

KS2 S12 230V AC L

s [mm] L [mm]

LZ PG

200 475
KS2 200 S12 230V L E6/C-0 1 5100494120

KS2 200 S12 230V Z L E6/C-0 1 5100494123

300 520
KS2 300 S12 230V L E6/C-0 1 5100494130

KS2 300 S12 230V Z L E6/C-0 1 5100494133

400 570
KS2 400 S12 230V L E6/C-0 1 5100494140

KS2 400 S12 230V Z L E6/C-0 1 5100494143

500 685
KS2 500 S12 230V L E6/C-0 1 5100494150

KS2 500 S12 230V Z L E6/C-0 1 5100494153

600 685
KS2 600 S12 230V L E6/C-0 1 5100494160

KS2 600 S12 230V Z L E6/C-0 1 5100494163

800 765
KS2 800 S12 230V L E6/C-0 1 5100494180

KS2 800 S12 230V Z L E6/C-0 1 5100494183

CCC : 2018081801000484

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

 

  5 m – ,  – 6 x 0,75 mm² 501164
net

10 m – , – 6 x 0,75 mm² 501166

 S12

230V S12 495588

net230V S12 495590

24V / 230V S12 524180



1/28
08/2019

KS2 S12 230V AC L

 : 

  S12

 8 1

 Z :  ( 24 V, 500 mA)

 4

Z

s

26

  L
 

13
1213

2
3

41

5

L

UN 230V AC (50 Hz)

IN 0,13 A

IA 0,2 A

PN 30 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 250 N 

FA

50
0

250

150
100

200

500400 600300200 s (mm)

F (N)

800 1000

Pull
Zug

Push
Schub

s > 600 mm 

FH  1800 N ( )

,  0,75 mm², 

v
 8,0 mm/S    8,0 mm/S

s 50 – 1000 mm 

L

<<70 dB (A)



1/29
08/2019

KS2 S12 230V AC L

s [mm] L [mm]

LZ PG

200 475
KS2 200 S12 230V L E6/C-0 1 494120

KS2 200 S12 230V Z L E6/C-0 1 494123

300 520
KS2 300 S12 230V L E6/C-0 1 494130

KS2 300 S12 230V Z L E6/C-0 1 494133

400 570
KS2 400 S12 230V L E6/C-0 1 494140

KS2 400 S12 230V Z L E6/C-0 1 494143

500 685
KS2 500 S12 230V L E6/C-0 1 494150

KS2 500 S12 230V Z L E6/C-0 1 494153

600 685
KS2 600 S12 230V L E6/C-0 1 494160

KS2 600 S12 230V Z L E6/C-0 1 494163

800 765
KS2 800 S12 230V L E6/C-0 1 494180

KS2 800 S12 230V Z L E6/C-0 1 494183

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

  5 m – ,  – 6 x 0,75 mm² 501164
net

10 m – , – 6 x 0,75 mm² 501166

 S12

230V S12 495588

net230V S12 495590

24V / 230V S12 524180
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KS2 TWIN S12 24V DC

 : , , ferralux®-NSHEV

  S12

 Z :  ( 24 V, 500 mA)

 

 M-COM (S3/S12)
 

UN 24V DC (19V ...28V)

IN 1,4 A

IA 2,0 A

PN 34 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 500 N 

FA

FH 1800 N ( )

,  3 x 0,5 mm², ~3m

,  5 x 0,5 mm², ~3m (Z )

v
s < 400            8,0 mm/S    8,0 mm/S
s 500 – 600    12,0 mm/S    8,0 mm/S

s 50 – 600 mm 

L

LM

<<70 dB (A)

s

2641

5

13
1213

14
3

  L
 

L
14

3
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KS2 TWIN S12 24V DC

s [mm] L [mm] LM[mm]

LZ PG

200 640 354
KS2 TWIN 200 S12 24V E6/C-0 1 521820

KS2 TWIN 200 S12 24V Z E6/C-0 1 521823

400 830 544
KS2 TWIN 400 S12 24V E6/C-0 1 521840

KS2 TWIN 400 S12 24V Z E6/C-0 1 521843

500 1060 774
KS2 TWIN 500 S12 24V E6/C-0 1 521850

KS2 TWIN 500 S12 24V Z E6/C-0 1 521853

600 1060 774
KS2 TWIN 600 S12 24V E6/C-0 1 521860

KS2 TWIN 600 S12 24V Z E6/C-0 1 521863

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

  5 m – ,  – 5 x 0,5 mm² 501054
net

10 m – ,  – 5 x 0,5 mm² 501056

S12

24V S12 524190
net

24V / 230V S12 524180

M-COM 1 524177
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KS2 S12 230V AC 

UN 230V AC (50 Hz)

IN 0,15 A

IA 0,2 A

PN 35 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.) 

IP 32

-5 °C ... +60 °C

FZ 2 x 250 N 

FA

s > 600 mm

FH  1800 N ( )

: ,   

:  ,  

6 x 0,75mm², ~ 3 m 
3 x 0,5 mm², ~ 3 m
3 x 0,5 mm², ~ 3 m

v
 8,0 mm/S    8,0 mm/S

s 50 – 1000 mm 

L

<<70 dB (A) 

 : 

 :

: KS2 xxx S12 230 V AC R / L  24 V DC

:  KS2 xxx S12 24 V DC R / L 

KS2 xxx S12 24 V DC L-K 

 FV (S3/S12  V2)

 

 

 (S3/S12)  

 

2
3

23

2
3

24

2
3

23

2
3

24

2
3

24

2
3

23
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KS2 S12 230V AC 

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

  5 m – ,  – 6 x 0,75 mm² 501164

net
10 m – ,  – 6 x 0,75 mm² 501166

  5 m – ,  – 5 x 0,5 mm² 501054

10 m – , – 5x 0,5 mm² 501056

S12

230V S12 495588 net

s [mm] L [mm]

LZ PG

200 475

KS2 200 S12 230V Set A (R/R) E6/C-0 1 494220

KS2 200 S12 230V Set B (L/L) E6/C-0 1 494320

KS2 200 S12 230V Set C (R/L-K) E6/C-0 1 494420

300 520

KS2 300 S12 230V Set A (R/R) E6/C-0 1 494230

KS2 300 S12 230V Set B (L/L) E6/C-0 1 494330

KS2 300 S12 S 230V et C (R/L-K) E6/C-0 1 494430

400 570

KS2 400 S12 230V Set A (R/R) E6/C-0 1 494240

KS2 400 S12 230V Set B (L/L) E6/C-0 1 494340

KS2 400 S12 230V Set C (R/L-K) E6/C-0 1 494440

500 685

KS2 500 S12 230V Set A (R/R) E6/C-0 1 494250

KS2 500 S12 230V Set B (L/L) E6/C-0 1 494350

KS2 500 S12 230V Set C (R/L-K) E6/C-0 1 494450

600 685

KS2 600 S12 230V Set A (R/R) E6/C-0 1 494260

KS2 600 S12 230V Set B (L/L) E6/C-0 1 494360

KS2 600 S12 230V Set C (R/L-K) E6/C-0 1 494460

800 765

KS2 800 S12 230V Set A (R/R) E6/C-0 1 494280

KS2 800 S12 230V Set B (L/L) E6/C-0 1 494380

KS2 800 S12 230V Set C (R/L-K) E6/C-0 1 494480
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 KS2

1 2 3 4 5 6

K93, K94 K129, 
K130

K96, 
K96-1

No K105A,
K105B,
K105S,
K106

K128

F21, F35, F37, F17 F95, F120 F95, F120 F18, F19,
F20, F22

F21

min. [mm] 16 – 30 25 – 30 38 30  
AWS 57RO *1 [mm] 0 – 21 0 – 21 0 – 21 0 – 21

*2 max. [DEG] 35 45 60 40 60 45

*3 max. [Kg] 70 60 50 70 70 70

HSK FM

RM

NSK FM

RM

HSK RM

PR

NSK RM

PR

HSK FM

RM

NSK FM

RM

HSK RM

PR

NSK RM

PR

HSK FM

RM

NSK FM

RM

HSK RM

PR

NSK RM

PR

RM

FAB *4
[mm] 600 – 1200

[mm] 1000 – 2500

FAH *4
[mm] 250 – 1500

[mm] 250 – 2500

               

*1    
*2   
*3   
*4    110mm  
         FAB/FAH
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 KS2 

1   PR, 1   FM, 2   FM,

2   RM, 3   RM, 4   RM, 

4   RM, 5   , 6   RM, 

  ( )

30

15

10

21

40,5F21

K93

55

16
12

-1
8

9 55

25
12

24

1

FL

RA
K1302

6

9 52,5

16

F21

50

 9m
in

.

28
m

ax
. 3

5
2115

2311

11
,5 30

33
m

ax
.

7
m

in
. 

78

26
m

ax
.3

3

m
in

. 7

78

19

K106

F18

41

26

22
7

K128

F21

RA

41

267
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LZ PG

F17

K105

151417

 
 

( ) 
 

1  M3x25 , 
2  M5x10

F18

K105

 151418

 
( ) 

 
1  M3x25 , 
2  M5x10

F18-1

K105

 151428

 
 

( ) 
 

1  M3x25 , 
2  M5x10

F19

 K135
KS4

 151419

 
 

( ) 
 

1  M3x25

KS2

M3 x 25
5,5

20
7

30

10

59 52
,5
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 KS2

LZ PG

F20

K105

 151420

 
 

( ) 
 

1  M3x25 , 
2  M5x20

F21

K93, K94, 
K129, K130 KS2

 151421

 
 

( ) 
 

1  Ø 3 mm

B1   Eternit  151422

K128   AWS 57RO  523974

F35

K93, K94, 
K129, K130 KS2

 151425

 
 

( ) 
 

1  M3x25

F37

K93, K94, 
K129, K130 KS2

 151424

 
 

( ) 
 

1  M3x25
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 KS2

LZ PG

F95

K96-1
KS2

523972

 
 

1  M3x25  
1  M3

F120

KS2

 

523973

 
 

 
1  M3x25  
1  M3

F41

  K132, K134
KS2 

151440

 
 

1  M3x20

151445

 
RAL 9006

F42

KS2 

 

151441

 
 

 
1  
1 M4x10  
1  M3x20

151446
 

RAL 9006 

ø5,5x9,5

15

14

ø10,5x14,5

M3x20

42

9

60

19

8

4

2

18

50
57

19
37

9

ø10,5x29,5

ø5,5x24,5

M4

M3

46

13

41

21

71

40

46

8,
5

4,
5
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KS2

LZ PG

K105-B

F17, F18, F19, F20
KS2

523977

 
 

( ) 

2 , 
4  M5x10 , 
4  A 5,3

K105-A

F17, F18, F19, F20
KS2

523975

 
 

( ) 

2 , 
4  M5x40

K105-A
-W77

F18-1
 

(FAH 400 mm)

523965

 
 

( ) 

2 

K106

F19 F20
  

F19 (FAH  700 mm),  
F20 (FAH  500 mm)

523976

 
 

( ) 

2 , 
4  M5x10

10

14
Ø5,5  
x2

25

13
34

5

12

Ø5,5/10,4
x2
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 KS2

LZ PG

K93

F21
KS2

 523916

 

4  M5x10 ,
4 A 5,3

K94

F21 F35 F37
KS2

 523921

 
 

4  M5x10 ,
4 A 5,3

K96-1

F95
KS2

 523997

 

4  M5x10 ,
2
4 A 5,3

K129

F21 F35 F37
KS2

 523969

 
 

4  M5x10 ,
4 A 5,3
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KS2

LZ PG

 AWS 57RO

K128

F21 KS2
AWS 

57RO

523974

 
 

( ) 

4  M5x10

 AWS 102 SK

K130

AWS102
F21 KS2

523968

 
 

( ) 

4  M5x45

B1

F21 F14
KS2 KSA

151422

 

3 M5x12 , 
3  M5

K125

B1 KS2 KSA

 523979

 
 

4  M5x10
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 KS2

LZ PG

AP KS2   
 

 

L = 1,5 m ( 2 ) 523952

L = 2,0 m ( 3 ) 523954

L = 2,9 m ( 4 )  523956

1

KS2
 

 523951

 
 

( ) 
 

2

KS2  
< 2 m : 2 
> 2 m : 3 – 4 

 523948

 
 

( ) 

1 ( )

3

 KS2

523950

 
 

( ) 

2 +4 M3x12
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KS2

LZ PG

M-COM

6
S12/S3

: 
24 V DC +/- 20%, (max 2 Vss) 

: <12 mA 
: S12

 524177

 
IP30 

 
0 °C ... + 70 °C 

 
45 x 17 x 6 mm 

 
3 0,5 mm² x 50 mm 

 
M-COM

RAL LZ PG

516030 net

1 – 20 516032

net
21 – 50 516032

51 – 100 516032

101 516032

RAL

516030 net

1 – 20 516031

net
21 – 50 516031

51 – 100 516031

101 516031


