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 KSA
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L

25
2

56 40

S

KSA S12 24V DC

UN 24V DC (19V ...28V)

IN 0,9 A

IA 1,2 A

P 22 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 600 N 

FA

s > 800 mm 

FH  3.000 N ( )

, – 5 x 0,5 mm², 3 m

v
s < 400           8,0 mm/S     8,0 mm/S
s 500 – 600    12,0 mm/S     8,0 mm/S
s > 600         13,5 mm/S    8,0 mm/S

s 250 – 1.500 mm 

L

<<70 dB (A)

1 2 M8X16 2

2 2

3 1

4 1 AUMÜLLER-Click (24V)

5

 : , , ferralux®-NSHEV

  S12

  / 

AUMÜLLER-Click

 

  M-COM (S3/S12)

24V DC

24V DC

100
200

500

300
400

600
700

300

100

F

Schub
Push

Zug
Pull

(N)

S (mm)0
800 1000 1200 1400 1500600400200
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KSA S12 24V DC

s [mm] L [mm]  / 

LZ PG

250 515 KSA 250 S12 24V
E6/C-0 1 5100522725

E6/C-0 1 522725

300 591 KSA 300 S12 24V
E6/C-0 1 5100522730

E6/C-0 1 522730

400 591 KSA 400 S12 24V
E6/C-0 1 5100522740

E6/C-0 1 522740

500 693 KSA 500 S12 24V
E6/C-0 1 5100522750

E6/C-0 1 522750

600 693 KSA 600 S12 24V
E6/C-0 1 5100522760

E6/C-0 1 522760

800 794 KSA 800 S12 24V
E6/C-0 1 5100522780

E6/C-0 1 522780

1000 896 KSA 1000 S12 24V
E6/C-0 1 5100522810

E6/C-0 1 522810

1200 998 KSA 1200 S12 24V
E6/C-0 1 5100522812

E6/C-0 1 522812

1500 1151 KSA 1500 S12 24V
E6/C-0 1 5100522815

E6/C-0 1 522815

CCC : 2019081801000233

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

– 5 m – ,  – 5 x 0,5 mm² 501252
– 10 m – ,  – 5 x 0,5 mm² 501253

S12

24V S12 524190
net

24V / 230V S12 524180

LZ PG

M-COM® Click 1 524167

M-COM 1 524177
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L

25
2
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S

KSA S12 24V DC Z

 : , , ferralux®-NSHEV

 S12

  / 

 Z :  ( 24 V, 500 mA)

AUMÜLLER-Click

 

  M-COM (S3/S12)

24V DC

24V DC

UN 24V DC (19V ...28V)

IN 0,9 A

IA 1,2 A

P 22 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 600 N 

FA

s > 800 mm 

FH  3.000 N ( )

, – 5 x 0,5 mm², 3 m

v
s < 400            8,0 mm/S     8,0 mm/S
s 500 – 600    12,0 mm/S     8,0 mm/S
s > 600           13,5 mm/S    8,0 mm/S

s 250 – 1.500 mm 

L

<<70 dB (A)

1 2 M8X16 2

2 2

3 1

4 1 AUMÜLLER-Click (24V)

5

100
200

500

300
400

600
700
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F

Schub
Push

Zug
Pull

(N)

S (mm)0
800 1000 1200 1400 1500600400200
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KSA S12 24V DC Z

s [mm] L [mm]  / 

LZ PG

250 515 KSA 250 S12 24V Z
E6/C-0 1 5100522723

E6/C-0 1 522723

300 591 KSA 300 S12 24V Z
E6/C-0 1 5100522733

E6/C-0 1 522733

400 591 KSA 400 S12 24V Z
E6/C-0 1 5100522743

E6/C-0 1 522743

500 693 KSA 500 S12 24V Z
E6/C-0 1 5100522753

E6/C-0 1 522753

600 693 KSA 600 S12 24V Z
E6/C-0 1 5100522763

E6/C-0 1 522763

800 794 KSA 800 S12 24V Z
E6/C-0 1 5100522783

E6/C-0 1 522783

1000 896 KSA 1000 S12 24V Z
E6/C-0 1 5100522813

E6/C-0 1 522813

1200 998 KSA 1200 S12 24V Z
E6/C-0 1 5100522823

E6/C-0 1 522823

1500 1151 KSA 1500 S12 24V Z
E6/C-0 1 5100522853

E6/C-0 1 522853

CCC : 2019081801000233

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

– 5 m – ,  – 5 x 0,5 mm² 501252
– 10 m – ,  – 5 x 0,5 mm² 501253

S12

24V S12 524190
net

24V / 230V S12 524180

LZ PG

M-COM® Click 1 524167

M-COM 1 524177
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32
8
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KSA S12 230V AC

 : 

 S12

 

  8 1

  24V ( 24V )

AUMÜLLER-Click

 

 4

UN 230V AC (50 Hz)

IN 0,2 A

IA 0,2 A

PN 46 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 600 N 

FA

s > 800 mm 

FH 3.000 N ( )

, – 6 x 0,75 mm², 3 m

v
 8,0 mm/S    8,0 mm/S

s 250 – 1.500 mm 

L

<<70 dB (A)

1 2 M8X16 2

2 2

3 1

4 1 AUMÜLLER-Click (24V)

5

230V AC

24V DC
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200

500

300
400

600
700

300

100

F
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Zug
Pull

(N)

S (mm)0
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KSA S12 230V AC

s [mm] L [mm]  / 

LZ PG

250 591 KSA 250 S12 230V
E6/C-0 1 5100497020

E6/C-0 1 497025

300 667 KSA 300 S12 230V
E6/C-0 1 5100497030

E6/C-0 1 497030

400 667 KSA 400 S12 230V
E6/C-0 1 5100497040

E6/C-0 1 497040

500 769 KSA 500 S12 230V
E6/C-0 1 5100497050

E6/C-0 1 497050

600 769 KSA 600 S12 230V
E6/C-0 1 5100497060

E6/C-0 1 497060

800 870 KSA 800 S12 230V
E6/C-0 1 5100497080

E6/C-0 1 497080

1000 972 KSA 1000 S12 230V
E6/C-0 1 5100497110

E6/C-0 1 497110

1200 1074 KSA 1200 S12 230V
E6/C-0 1 5100497112

E6/C-0 1 497112

1500 1227 KSA 1500 S12 230V
E6/C-0 1 5100497115

E6/C-0 1 497115

CCC : 2019081801000233

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

– 5 m – ,  – 6 x 0,75 mm² 501275
– 10 m – ,  – 6 x 0,75 mm² 501280

S12

230V S12 495588

net230V S12 495590

24V / 230V S12 524180

LZ PG

M-COM® Click 1 524167

M-COM 1 524177
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KSA S12 230V AC Z

 : 

 S12

  / 

 Z : 24 V, 500 mA)

  8 1

  24V ( 24V )

AUMÜLLER-Click

S

L

32
8

56 40 UN 230V AC (50 Hz)

IN 0,2 A

IA 0,2 A

PN 46 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 600 N 

FA

s > 800 mm 

FH 3.000 N ( )

, – 6 x 0,75 mm², 3 m

v
 8,0 mm/S    8,0 mm/S

s 250 – 1.500 mm 

L

<<70 dB (A)

1 2 M8X16 2

2 2

3 1

4 1 AUMÜLLER-Click (24V)

5

230V AC

24V DC
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400
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700
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F

Schub
Push

Zug
Pull

(N)

S (mm)0
800 1000 1200 1400 1500600400200
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KSA S12 230V AC Z

s [mm] L [mm]  / 

LZ PG

250 591 KSA 250 S12 230V Z
E6/C-0 1 5100497023

E6/C-0 1 497023

300 667 KSA 300 S12 230V Z
E6/C-0 1 5100497033

E6/C-0 1 497033

400 667 KSA 400 S12 230V Z
E6/C-0 1 5100497043

E6/C-0 1 497043

500 769 KSA 500 S12 230V Z
E6/C-0 1 5100497053

E6/C-0 1 497053

600 769 KSA 600 S12 230V Z
E6/C-0 1 5100497063

E6/C-0 1 497063

800 870 KSA 800 S12 230V Z
E6/C-0 1 5100497083

E6/C-0 1 497083

1000 972 KSA 1000 S12 230V Z
E6/C-0 1 5100497113

E6/C-0 1 497113

1200 1074 KSA 1200 S12 230V Z
E6/C-0 1 5100497123

E6/C-0 1 497123

1500 1227 KSA 1500 S12 230V Z
E6/C-0 1 5100497153

E6/C-0 1 497153

CCC : 2019081801000233

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

– 5 m – ,  – 6 x 0,75 mm² 501275
– 10 m – ,  – 6 x 0,75 mm² 501280

S12

230V S12 495590
net

24V / 230V S12 524180

LZ PG

M-COM® Click 1 524167

M-COM 1 524177
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S

L

32
8

56 40

LM

S

KSA TWIN S12 24V DC

UN 24V DC (19V ...28V)

IN 1,8 A

IA 2,4 A

PN 43 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 1200 N 

FA 1200N

FH  5.000 N ( )

  

,   5 x 0,5 mm², 3 m

v
s = 400        8,0 m/S    8,0 m/S
s 500 – 600   12,0 m/S    8,0 m/S 

s 400 – 600 mm  

L

LM

<<70 dB (A)

 : , 

  S12

  / 

 

 M-COM (S3/S12)

1 2 M8X16 2

2 4

3 2

4
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KSA TWIN S12 24V DC 

s [mm] L [mm]
LM 
[mm]

 / 

LZ PG

400 1150 485 KSA TWIN 400 S12 24V E6/C-0 1 523745

500 1353 587 KSA TWIN 500 S12 24V E6/C-0 1 525755

600 1333 587 KSA TWIN 600 S12 24V E6/C-0 1 522765

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

– 5 m – ,  – 5 x 0,5 mm² 501252
– 10 m – ,  – 5 x 0,5 mm² 501253

S12

24V S12 524190
net

24V / 230V S12 524180

LZ PG

M-COM 1 524177
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S

L

32
8

56 40

LM

S

UN 24V DC (19V ...28V)

IN 1,8 A

IA 2,4 A

PN 43 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 1200 N 

FA 1200N

FH  5.000 N ( )

  

,   5 x 0,5 mm², 3 m

v
s = 400        8,0 m/S    8,0 m/S
s 500 – 600   12,0 m/S    8,0 m/S 

s 400 – 600 mm  

L

LM

<<70 dB (A)

 : , 

  S12

  / 

 Z : 24 V, 500 mA)

 

 M-COM (S3/S12)

1 2 M8X16 2

2 4

3 2

4

KSA TWIN S12 24V DC Z



1/73
08/2019

s [mm] L [mm]
LM 
[mm]

 / 

LZ PG

400 1150 485 KSA TWIN 400 S12 24V Z E6/C-0 1 522747

500 1353 587 KSA TWIN 500 S12 24V Z E6/C-0 1 522757

600 1333 587 KSA TWIN 600 S12 24V Z E6/C-0 1 522767

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

– 5 m – ,  – 5 x 0,5 mm² 501252
– 10 m – ,  – 5 x 0,5 mm² 501253

S12

24V S12 524190
net

24V / 230V S12 524180

LZ PG

M-COM 1 524177

KSA TWIN S12 24V DC Z 
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KSA D S12 24V DC

UN 24V DC (19V ...28V)

IN 1,8 A

IA 2,4 A

PN 43 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.)

IP 32

-5 °C ... +60 °C

FZ 1.200 N 

FA   

FH  5.000 N ( )

, – 5 x 0,5 mm²,  5 m

v
s = 400            8,0 m/S    8,0 m/S
s 500 – 600    12,0 m/S    8,0 m/S 
s > 600          13,5 m/S    8,0 m/S

s 400 – 800 mm 

L

LM

<<70 dB (A)

2 M8X16 2

 : , 

 S12  

 

  M-COM (S3/S12)
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KSA D S12 24V DC 

s [mm] L [mm]
LM 
[mm]

 / 

LZ PG

400 737 297 KSA D 400 S12 24V E6/C-0 1 522140

500 837 397 KSA D 500 S12 24V E6/C-0 1 522150

600 837 397 KSA D 600 S12 24V E6/C-0 1 522160

800 942 502 KSA D 800 S12 24V E6/C-0 1 522180

 

RAL LZ PG

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004
101 516004

– 10 m – ,  – 5 x 0,5 mm² 501056

S12

24V S12 524190
net

24V / 230V S12 524180

LZ PG

M-COM 1 524177
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 KSA

1 2 3 4 5 6

K-A1 K81-1, 
K87, K-C1, 
K-E1, K-E2

K-B1 K-B2 K-D1 K-F

F14, F16 F14, F16, 
F16-1, 
F29-2, F33, 
F38, F39

F14, F16

min. [mm] 35 65 – 90 45 – 55 45 30

 *1 [mm] 0 – 21 0 – 21 0 – 21 0 – 21

 *2 max. [DEG] 20 60 50 40 45

 *3 max. [Kg] 250 130 130 130 250

HSK FM

RM

NSK FM

RM

HSK RM

PR

NSK RM

PR

HSK FM

RM

NSK FM

RM

HSK RM

PR

NSK RM

PR

HSK FM

RM

NSK FM

RM

HSK RM

PR

NSK RM

PR

RM

FAB*4
[mm] 700 – 1300

[mm] 1250 – 2500

FAH*4
[mm] 450 – 1500

[mm] 250 – 2500

              

*1     
*2   
*3    
*4    110mm  
        FAB/FAH
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KSA

1   RM, 2   PR, 2   PR, 

2  RM, 2  RM, 2  RM,  

2  RM,  2  RM, 3   FM, 

4   RM, 5   RM, 
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 KSA

LZ PG

F16

K-A1, K-B1, K-B2, K-C3, K-E1, 
K-E2,K84-1, K87 KSA

524204

 
 

( ) 
 

M6X50

F33

K-A1, K-B1, K-B2, K-C3, K-E1,
K-E2,K84-1, K87

KSA

524203

 
 

( ) 
 

M6X50

F38

K-A1, K-B1,K87 KSA

524199

 
 

( ) 
 

M6X50

F39

K-A1, K-B1,K-B2, K-C3, K-E1, K-
E2,K84-1 KSA

524295
 

 
( ) 

M6X50

 F39 B2 155173
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KSA

08/2019

LZ PG

F49

K-A1, K-B1,K-B2,K-C3, K-E1, 
K-E2,K84-1,K87,K125
KSA
 

524299
 

  
( ) 

M6X50

F14

F44

K-C3
KSA 

 

524297

 
RAL9006 

 
1  
1 M4x10  
1  M6x35

F73
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 KSA

LZ PG

K-A1

 F16, F33, F38,F39,F49
KSA

35mm

 524057

 
 

1 ,
1

K-B1

F16, F33, F38,F39,F49
KSA

35-52mm

 524053

 
 

1 ,
1

K-B2

F16, F33, 
F38,F39,F49 KSA

35-52mm

 524063

 

1 ,
1

K-C3

F16, 
F33,F39,F49

KSA

 524067

 
 

1 ,
1

K-D3

KSA
50mm

 524068

 
(C-3), 

 (F44) 

1 C-3, 
1  F44

 „Z“ F44 524297
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 KSA

08/2019

LZ PG

K-E1

F16, F33, F39, F49 KSA

 524056

  
 

1 ,
1

K-E2

F16, F16-1, F33, F39, F49
KSA

 524066

  
 

1 ,
1

K84-1

F16,F33, F39, F49
KSA

 524224

  
 

1 ,
1
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 KSA

LZ PG

AWS 57RO

F16-1

AWS 57RO
KSA

155171

  
( ) 

M6X50

K-E2

F14, F16, F33, F39 KSA

 524066

  
 

1 ,
1

 FW50

K87

FW50+ KSA

35mm

 524319

  

1 ,
1

F33 + B3
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KSA

08/2019

LZ PG

HEROAL 085 / 180

F29-2

Heroal 085 / 180 F16
KSA KSA

 155157

 
 

2 M6x20

F16

K-A1, K-B1, K-B2, K-C3,K-E1,  
K-E2 K84-1, K87 KSA

524204

 
( ) 

M6X50

K-E2

F16, F33, F39, F49 KSA

 524066

 

1 ,
1

B1

F21 F49
KS2 KSA

 151422

3 M5x12 , 3
M5

K125 

B1 KS2 KSA

 523979

 

4  M5x10
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LZ PG

B2

F39 F3

155173

  
( ) 

60 x 20 x 5 mm

 KSA 
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LZ PG

AP-KSA

K-A1, K-B1, K-
B2,K-E2, K84-1 KSA

( ) 
+ )

L = 1,45 m 
( )

 524307

L = 2,90 m 
( )

 524313

L =  
( )

 524314

 524300

,  ( ) 

a. 2  
b. 2
c. 4
d. 1

 524303

,  ( ) 

a. 2  
b. 2
c. 4
d. 1

KSA

 524210

 KSA
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KSA  

LZ PG

M-COM

6
S12/S3

: 
24 V DC +/- 20%, (max 2 Vss) 

: <12 mA 
: S12

 
IP30 

 524177

 
0 °C ... + 70 °C 

 
45 x 17 x 6 mm 

 
3 0,5 mm² x 50 mm 

 
M-COM

M-COM® Click

6 S12/S3

: 
24 V DC +/- 20%, (max 2 Vss) 

: <12 mA 
: S12

 
IP30  

 524167

 
0 °C ... + 70 °C 

 
40 x 26 x 15 mm 

M-COM® Click

:

: 
24 V DC +/- 20 %, (max. 2 Vss) 

: 
 5 x 0,5 mm2 

: 1,5 mm2 
 

DIN EN 60335-1
 

  
  

:24V

3 m  - 24 V DC  501251 

5 m  - 24 V DC  501252 

10 m  - 24 V DC  501253 

:230V

3 m  - 230 V DC  501273 

5 m  - 230 V DC  501275 

10 m  - 230 V DC  501280 24V
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RAL LZ PG

516030 net

1 – 20 516032

net
21 – 50 516032

51 – 100 516032

101 516032

RAL

516030 net

1 – 20 516031

net
21 – 50 516031

51 – 100 516031

101 516031

 KSA


