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 OFV1

ferralux®-NSHEV (EN12101-2)

:

  S3 / S12 PL6 S1 / PL10 S1

  90° 180°

  100

  

OFV

ISO 14025 EN 15804 III EPD  

LCA

WWW.AUMUELLER-GMBH.DE EPD
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OFV1 24V DC

08/2019

UN 24V DC (19V ... 28V)

IN 0,8 A

IA 1,1 A

I0 < 28 mA (10 Nm)

ID S1: max. 0,9 A 
S3, S12: max. 3,0 A

PN 19 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.) 

IP 32

-5 °C ... + 60 °C

M 10 Nm

FH 22 Nm

 ( )

90 ° / 180° (  / )

t 90° - 4,5 S; 180° - 9,0 S

s ,  4 x 0,75 mm²,  3 m

ABS, 

L (B x H x T) 40 x 156 x 83,5 mm

1 1  Vk7x55

2 2  M5x40

3 1  4,5x30

4 1  M5x16

5 2 M5x16

6 2

7 1  

   S3 / S12 PL6 S1 / PL10 

S1   
(  3 A OVF1  – )

 90° 180°

 

  7x55 mm

/ 

LZ PG

OFV1 1 513850



6/28
08/2019

UN 24V DC (19V ... 28V)

IN 0,8 A

IA 1,1 A

I0 < 28 mA (10 Nm)

ID S3 S12

PN 19 W

DC 5  (ED 30% - ON: 3 min./OFF: 7 min.) 

IP 32

-5 °C ... + 60 °C

M 10 Nm

FH 22 Nm

 ( )

90 ° / 180° (  / )

t 90° - 4,5 S; 180° - 9,0 S

s ,  4 x 0,75 mm²,  3 m

ABS, 

L (B x H x T) 40 x 156 x 83,5 mm

<<70 dB (A)

1 1  Vk7x55

2 2  M5x40

3 1  4,5x30

4 1  M5x16

5 2 M5x16

6 2

7 1  

   S3 / S12 PL6 S1 / PL10 

S1   
(  3 A, OVF1  – )

 90° 180°

 100

 

  7x55 mm

/ 

LZ PG

OFV1 M-COM 1 513860

 M-COM  S3 / S12

   

  OFV1 (SW-V2 M-COM)

  

OFV(SW-V2 M-COM)24V DC
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OFV1 M-COM 24V DC

LZ PG

M-COM

6
S12/S3

: 
24 V DC +/- 20%, (max. 2 Vss) 

: <12 mA 
: S12

 524177

 
IP30 

 
0 °C ... + 70 °C 

 
45 x 17 x 6 mm 

 
3 0,5 mm² x 50 mm 

M-COM


