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SP

24 V DC 230 V AC

ISO 14025 EN 15804  

LCA

WWW.AUMUELLER-GMBH.DE EPD
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300mm USKM 512140
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SP8 S2 24V DC

UN 24V DC  (19V ... 28V)

IN 0,8 A

IA 1,0 A

PN 20 W

DC 5 ED 30% - ON: 3 min./OFF: 7 min.  

IP 54

-5 °C ... +60 °C

FZ 800 N 

FA

FH 3000 N

 SP8: 2 x 0,75 mm², ~ 1 m

SP8-Z: 4 x 0,75 mm², ~ 1 m

v 7,0 mm/S    7,0 mm/S

s 100 – 750 mm 

L s + 190 mm 

<<70 dB (A)

„Z“  24V, 500 mA

500mm

 IP65

500mm
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SP8 S2 24V DC

s [mm] L [mm]

100 290
SP8 100 S2 24V

E6/C-0
1 5100514110

SP8-Z 100 S2 24V 1 5100514310

200 390
SP8 200 S2 24V

E6/C-0
1 5100514120

SP8-Z 200 S2 24V 1 5100514320

300 490
SP8 300 S2 24V

E6/C-0
1 5100514130

SP8-Z 300 S2 24V 1 5100514330

400 590
SP8 400 S2 24V

E6/C-0
1 5100514140

SP8-Z 400 S2 24V 1 5100514340

500 690
SP8 500 S2 24V

E6/C-0
1 5100514150

SP8-Z 500 S2 24V 1 5100514350

600 790
SP8 600 S2 24V

E6/C-0
1 5100514160

SP8-Z 600 S2 24V 1 5100514360

750 940
SP8 750 S2 24V

E6/C-0
1 5100514175

SP8-Z 750 S2 24V 1 5100514375

LZ PG

500mm

B16ST M8 x 40 Ø8
1 512002

IP65

IP65 512005 net

516000 net

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004

101 516004

3 m – – 2 x 0,75 mm² 501023

net

5 m – – 2 x 0,75 mm² 501024

10 m – – 2 x 0,75 mm² 501026

5 m – – 4 x 0,75 mm² („Z“ ) 501044

10 m – – 4 x 0,75 mm² („Z“ ) 501046

CCC : 2015081801000004
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SP8 S2 24V DC

UN 24V DC  (19V ... 28V)

IN 0,8 A

IA 1,0 A

PN 20 W

DC 5 ED 30% - ON: 3 min./OFF: 7 min.  

IP 54

-5 °C ... +60 °C

FZ 800 N 

FA

FH 3000 N

 SP8: 2 x 0,75 mm², ~ 1 m

SP8-Z: 4 x 0,75 mm², ~ 1 m

v 7,0 mm/S    7,0 mm/S

s 100 – 750 mm

L s + 190 mm 

<<70 dB (A)

„Z“  24V, 500 mA

500mm

 IP65

500mm
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SP8 S2 24V DC

s [mm] L [mm]

100 290
SP8 100 S2 24V

E6/C-0
1 514110

SP8-Z 100 S2 24V 1 514310

200 390
SP8 200 S2 24V

E6/C-0
1 514120

SP8-Z 200 S2 24V 1 514320

300 490
SP8 300 S2 24V

E6/C-0
1 514130

SP8-Z 300 S2 24V 1 514330

400 590
SP8 400 S2 24V

E6/C-0
1 514140

SP8-Z 400 S2 24V 1 514340

500 690
SP8 500 S2 24V

E6/C-0
1 514150

SP8-Z 500 S2 24V 1 514350

600 790
SP8 600 S2 24V

E6/C-0
1 514160

SP8-Z 600 S2 24V 1 514360

750 940
SP8 750 S2 24V

E6/C-0
1 514175

SP8-Z 750 S2 24V 1 514375

LZ PG

500mm

B16ST M8 x 40 Ø8
1 512002

IP65

IP65 512005 net

516000 net

516030 net

1 – 20 516004

net
21 – 50 516004

51 – 100 516004

101 516004

3 m – – 2 x 0,75 mm² 501023

net

5 m – – 2 x 0,75 mm² 501024

10 m – – 2 x 0,75 mm² 501026

5 m – – 4 x 0,75 mm² („Z“ ) 501044

10 m – – 4 x 0,75 mm² („Z“ ) 501046
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SP8-Z S2 230V AC

„Z“ 24V, 500 mA

s=300mm

 s < 300 mm

500mm

 IP65

UN 230V AC (50 Hz)

IN 0,12 A

IA 0,2 A

PN 5 W

DC 5 ED 30% - ON: 3 min./OFF: 7 min.  

IP 54

-5 °C ... +60 °C

FZ 800 N

FA

FH 3000 N

6 x 0,75 mm², ~1 m

v
7,0 mm/S   7,0 mm/S

s 300 – 750 mm 

L s + 190 mm 

490 mm (s= 300 mm)

<<70 dB (A)

500mm



2/63
08/2019

SP8-Z S2 230V AC

s [mm] L [mm]

LZ PG

300 490 SP8-Z 300 S2 230V E6/C-0 1 5100496231

300 490 SP8-Z 300 S2 230V E6/C-0 1 496231

400 590 SP8-Z 400 S2 230V E6/C-0 1 5100496241

400 590 SP8-Z 400 S2 230V E6/C-0 1 496241

500 690 SP8-Z 500 S2 230V E6/C-0 1 5100496251

500 690 SP8-Z 500 S2 230V E6/C-0 1 496251

600 790 SP8-Z 600 S2 230V E6/C-0 1 5100496261

600 790 SP8-Z 600 S2 230V E6/C-0 1 496261

750 940 SP8-Z 750 S2 230V E6/C-0 1 5100496276

750 940 SP8-Z 750 S2 230V E6/C-0 1 496276

LZ PG

500mm

B16ST M8 x 40 Ø8
1 512002

IP65

IP65 512005 net

516000 net

RAL LZ PG

516030

1 – 20 516004

21 – 50 516004

51 – 100 516004

101 516004

3 m – – 6 x 0,75 mm² 501163

net5 m – – 6 x 0,75 mm² 501167

10 m – – 6 x 0,75 mm² 501169

CCC : 2015081801000004
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 SP

K4L K7 K57, 
K57.2, 
K57.3

K59 K57, 
K57.2, 
K57.3, 
K59

K92 K82

K9

B11 B13 B10 inkl. B13

F2 F12 F1, F1V, F1.1, F10.6

Eternit Essmann Lamilux

140 120 40 35 50 60 45

HSK FM

RM

NSK FM

RM

HSK RM

PR

NSK RM

PR

HSK FM

RM

NSK FM

RM

HSK RM

PR

NSK RM

PR

HSK FM

RM

NSK FM

RM

HSK RM

PR

NSK RM

PR

HSK RM

NSK RM

FAB(*1 [mm] 1200 1200 450 – 1300

FAH(*1 [mm] 1200 1200 450 – 1500

FAB/FAH 
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 SP

RM, HSK RM, HSK RM, HSK

RM, HSK RM, HSK RM, HSK

RM, HSK RM, HSK  RM, HSK



2/66
08/2019

SP

F1

Ø6 mm

 150102

 

 
Ø6 mm

  
1000 N

F1.1

Ø6 mm

 150110

 

 
Ø6 mm

 
600 N

F1V

Ø6 mm

150101

 

1 Ø6 mm
 

1600 N

F10.6

Ø6 mm

151000

 

 
1 Ø6 mm

 
1600 N 
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SP

K5

B4 PLA
B13 SP

B7 LKS

 155800

 

 
Ø12,5 mm

B13 SP 
12 mm, G1/8”

 513901

K21K  159900

K21L  159905

K17   

B5
PLA B12 SP

 159200

 

 

B12 SP 
Ø

 513903
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SP

K57

SP
70mm

 160930

 

 
2 B10

K9  158501

K57.2 
ST                 

SP
75mm

 160931

/  

 /  
2 B10

K9  158501

K57.3

SP
125mm

 160935

/  

 /  
2 B10

K9  158501



2/69
08/2019

SP

K59

SP
40mm

 160934

 

 
2 B10

K9  158501

K82 

B4 PLA
B13 SP

B7 LKS

 151320

 

 
Ø12,5 mm

B13 SP 
12 mm, G1/8”

 513901
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SP

K9

K57 K59

 158501

 

B16ST

M8

 100044

 
M8x40  Ø

M8

25mm

B16VA  100144

 /  
V2A

B11

B8 SP8
K4-L

 513902

 

 G1/8”

7,0 mm
2

B8, Ø12 mm

B12

B8 SP8
K17

 513903

 

 

Ø

Ø 6,5
x4

12

3 0
50

1640

100
30

68
20

Ø 6,5
x4

6
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 SP

 ETERNIT

F2

 Eternit
Ø6mm

 150303

 

M6
M6x35

 
800 N

K4-L

Eternit
B4 PLA B11

SP

 155610

 

 
2  M4x10

M4
M4x65

B11 SP

LAMILUX

K92

 Lamilux

Lamilux

 160937

 

RAL 9010 
 

2  B10 

B13

B8 SP8
K5 K7 K82

 513901

 

 
G1/8”

12.3mm
B8 Ø12mm
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SP

 ESSMANN TYP 810

F12

Essmann 810

Ø6mm

 151500

 

 
M6

 

K7

Essmann810
, B4 PLA

B13 SP B7
LKS

 157500

 

 
Ø12,5 mm

B13 SP 
12 mm, G1/8”

 513901

B8

B4
PLA  

B7 LKS

B11, B13 SP 

Ø12 mm

 172800

 

 
Ø12 mm, G1/8”

B10

SP8 K57,K57.2, 
K57.3, K59, K92

 155010

 

 
2 Ø20mm
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SP

RAL LZ PG

516030 net

1 – 20 516032

net
21 – 50 516032

51 – 100 516032

101 516032

RAL

516030 net

1 – 20 516031

net
21 – 50 516031

51 – 100 516031

101 516031


