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[V] [mm] [N] [N] [mm/S] [mm/S] [mm] [A] 

KS2 SOLO S2 24 200 – 800 200 – 50 200 10.0 10.0 600 0.7

230 200 – 800 200 – 50 200 10.0 10.0 600 0.7

S12 24 200 – 800 250 – 50 250 8.0 – 13.5 8.0 800 1.0

230 200 – 800 250 – 50 250 8.0 8.0 450 0.2

TWIN S12 24 200 – 600 500 – 100 500 8.0 – 13.5 8.0 600 1.4

KS4 Solo S12 24 200 – 800 400 – 50 400 8.0 – 13.5 8.0 800 1.2

KSA SOLO S12 24 250 – 1500 600 – 50 600 8.0 – 13.5 8.0 800 1.2

230 250 – 1500 600 – 50 600 8.0 8.0 800 0.2

TWIN S12 24 400 – 600 1200 – 600 1200 8.0 – 13.5 8.0 600 2.4

D S12 24 400 – 800 1200 – 400 1200 8.0 – 13.5 8.0 800 2.4

KS15 Solo S12 24 250 – 1000 1500 1500 6.0 – 17.0 6.0 800 5.0
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KS2 TWIN

KSA

KSA TWIN

KSA D 

KSA 

  24V DC, S12   230V AC, S12

  600 N (TWIN 1200 N)

  50 – 1500 mm – 

  5 – 14 mm / s – 

  (WxH) 56 x 40 mm (KSA D: 104 x 50 mm), 

  

  SOLO, TWIN, D, Z

  IP 32

KS2

KS2 

  24V DC, S2/S12   230V AC, S12

  300 N (TWIN 600 N)

  50 – 800 mm – (S2 )

50 – 1000 mm – (S12 )

  5 – 14 mm / s – (S12 )

  (WxH) 42 x 26 mm 

  

  R( ) L TWIN,Z,SET 230V/24V

  IP 32

KS4

KS4 

  24V DC, S12

  400 N

  50 – 800 mm – 

  5 – 14 mm / s – 

  (WxH) 35 x 24 mm

  

  R ( ) L( )

  IP 32

KS15

KS15 

  24V DC, S12 

  max. 1500 N 

  250 – 1000 mm –  

  6 – 17 mm / s – 

  (WxH) 120 x 60 mm, 

  

  

  IP 20


