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60S

60
 S

N
SH

EV

[mm] [N] [N] [mm/S] [mm/S] [mm] [A] 

PLA PLA6 S3 24 100–1000 600 600 6,0 6,0 350 0,8

S12 100–1000 600 600 6,0 6,0 350 0,8

PLA8 S3 24 100–1000 800 800 10,0 10,0 600 1,4

S12 100–1000 800 800 10,0 10,0 600 1,4

PLA10 S12 24 100–1000 1000 1000 12,6 12,6 750 2,5

PLA101 S3 24 100–1000 1000 1000 4,6 4,6 250 1,0

S12 100–1000 1000 1000 4,6 4,6 250 1,0

PLA16 S12 1600 1600 7,0 7,0 400 2,5

PLA116 S3 24 100–750 1600 1600 4,0 4,0 240 1,2

S12 100–750 1600 1600 4,0 4,0 240 1,2

PLS PLS15 S12 24 300–1000 1500 1500 16,0 16,0 950 4,0

PLS30 S12 24 300–1000 3000 2000 7,8 7,8 450 5,0

PLS50 S12 24 200–750 5000 5000 4,0 4,0 240 4,2

SP SP8 S2 24 100–750 800 800 7,0 7,0 400 1,0

S2 230 300–750 800 800 7,0 7,0 400 0,2

S2

S3

S12
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PLA 

24V DC, S3 S12

600–1600 N 

100–1000 mm

4,0–12,5 mm/S 

D=36 mm

IP65

PLA

SP 

24V DC, S2 / 230V AC, S2

800 N

100–750 mm (230V AC: 300–750)

8,5 mm/S

43x76 mm

IP54 / IP65

PLS 

24V DC, S12

1500–5000 N

300–1200 mm

4,0–17,0 mm/S 

D=50 / (60) mm

IP54

PLS

SP


