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Modular top performance in a compact format.

Compact. Elegant. Modular.

SHEV Ventilation
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Technical data

Operating voltage 24 V DC 

Cut-off current 1.2 A

Protection rating IP32

Ambient temperature -5 °C to +60 °C

Tensile force / thrust max. 400 N

Holding force 1,800 N (depending on fastening)

Chain
Side bow chain in 

stainless steel with recessed rivets

Connection able
Silicone, halogen-free, 

grey, 5 × 0.5 mm², 2 m 

Speed 5 – 14 mm/s, programmable

Stroke
50 – 1,000 mm, programmable 
(depending on stroke length)

Chain Drive KS4

■		 For controlled natural ventilation, SHEV 
		  and ferralux®-SHEV in accordance with 
		  EN 12101-2 

■		 Integrated intelligent control electronics S12 

■		 Feedback from end position “CLOSED”  
		  (max 24 V, 500 mA) 

■		 Programmable feedback for end position “OPEN” 
     (max 24 V, 500 mA)  

■		 Supplied with an additional universal plug set 
		  for multiple operation.  

■		 Programming of special functions directly ex 
		  works or after delivery via DCT software

Technical data

Modular top performance 
in a compact format.
The elegant KS4 impresses with its high performance in the smallest 
of spaces. Its flexible mounting options ensure large opening widths 
across a wide range of installation scenarios. It is fully compatible 
with the AUMÜLLER Click System, thereby providing flexibility in the 
implementation of project-specific requirements. It offers design 
freedom, enables easy installation, and integrates seamlessly into 
modern facade systems.

Chain Drive KS4



400 N
S12

DrehVolution 
When automating sidehung windows, the 
KS4 transfers its power directly to the win-
dow sash via a specially developed rotating 
sash block. This enables opening angles of up 
to 70° to be achieved effortlessly, ensuring 
efficient natural ventilation, maximum ease of 
use, and greater design flexibility in building 
planning.

Mountable Without Brackets
The KS4 can be installed without the use of 
a console. In rigid installations, the drive 
housing is attached directly to the frame 
profile. Its unique side-bow chain combines 
strength with flexibility and, in this installation 
type, opens tilt-and-turn windows up to 60°.

With its compact dimensions of just 35 × 24 mm 
and high drive forces, the KS4 chain drive is a 
distinctive feature on any window. Despite its 
slim design, the KS4 delivers an impressive thrust 
force of 400 N, enabling large opening widths 
even in confined spaces. The compact chain drive 
can be mounted on the frame, in the profile, or 
on the sash. Whether installed in rigid mounting 
on an inward-opening tilt window, on a small out-
ward-opening top-hung window, or on a parallel 
top-hung window, the KS4 is the ideal solution. In 
combination with the DrehVolution, the KS4 also 
opens sidehung windows effortlessly.

Highlights

M-COM:

The M-COM independently completes the 
configuration of monitored synchronisation 
and, when additional locking drives are 
used, also manages the closing sequence 
within seconds. Its visual display indicates 
successful configuration, the number of 
connected components, and any detected 
malfunctions in the event of an emergency. 
In the M-COM Click version, installation is 
achieved simply by plugging the module 
into the drive housing.

DCT:

The AUMÜLLER configuration software DCT 
enables precise configuration of AUMÜLLER 
drives. Individual adjustment of drive param-
eters, even after installation, allows a flexible 
response to on-site conditions and specific 
customer requirements. In addition to config-
uration, the software offers comprehensive 
diagnostic functions.

Click System
The ingenious Click system eliminates the 
need for many connection and programming 
tasks. This saves valuable working time. In 
addition, errors during installation are virtu-
ally eliminated. The wide range of possible 
combinations results in modular, customized 
solutions. The Audio Click brings safety to 
automated windows, while the  FV Click 
ensures that the window is locked when 
closed. The NT Click converts a 24 V drive 
into a 230 V drive. 

Thanks to the integrated Click system, the KS4 
can be quickly combined with other components 
such as NT Click, FV Click, or Audio Click without 
the need for tools – for efficient drive solutions 
in a system network. Automatic configuration via 
M-COM Click saves time and reduces errors during 
installation.

Conclusion: Maximum force in minimum space. 
The KS4 ensures large opening widths in confined 
installation environments and impresses with 
its full compatibility with all components of the 
Click System.

Compatible with all components 
of the AUMÜLLER Click System

Modern design, housing 
made of anodized aluminum, 
custom RAL coating available

DCT configurator for setting 
the drive parameters (including 
speed, force, soft start)

Wear-free stainless steel side bow 
chain without protruding rivet 
heads enables rigid, bracket-free 
installation without sacrificing large 
opening widths.

M-COM Click-enabled for 
self-learning configuration 
in drive network systems

400 N for safe 
movement of windows

Numerous programmable 
parameters with intelligent 
S12 electronics

Thanks to its slim design,
the drive also fits on 
the smallest frames.

Direct mounting on 
the frame, integrated 
mounting, 
sash mounting

Versatile range of applications: 
Controlled natural ventilation, 
SHEV, and ferralux®-SHEV in 
accordance with EN 12101-2

Click System:

Our sophisticated Click System transforms 
a single drive into a flexibly expandable com-
plete system, achieved effortlessly through 
a plug-in connection. This saves valuable 
working time and helps prevent errors. The 
wide range of components within the Click 
family enables users to configure compos-
ite systems independently; to implement ad-
ditional locking points; and to enhance the 
security of power-operated windows. The 
numerous possible combinations result in 
modular and customised solutions tailored 
to specific project requirements.



Ordering details

Chain Drive KS4 R Item no.

KS4 200 S12 24 V R 522020

KS4 300 S12 24 V R 522030

KS4 400 S12 24 V R 522040

KS4 500 S12 24 V R 522050

KS4 600 S12 24 V R 522060

KS4 800 S12 24 V R 522080

KS4 1,000 S12 24 V R 522000

Chain Drive KS4 L Item no.

KS4 200 S12 24 V L 520120

KS4 300 S12 24 V L 520130

KS4 400 S12 24 V L 520140

KS4 500 S12 24 V L 520150

KS4 600 S12 24 V L 520160

KS4 800 S12 24 V L 520180

KS4 1,000 S12 24 V L 520100

DrehVolution Item no.

DrehVolution – KS4 – Set 1 (Right) 522035

DrehVolution – KS4 – Set 2 (Left) 520035

Console Item no.

K132 522940

K134 522941

Sash Bracket Item no.

F41 151440

F42 151441

Click Components Item no.

Wire Click – 5 x 0.5 mm2, 3 m 501251

Wire Click – 5 x 0.5 mm2, 5 m 501252

Wire Click – 5 x 0.5 mm2, 10 m 501253

Connect Click 524123

NT Click 1.2 A 495152

NT Click 2.5 A 495151

FV Click 515945

M-COM Click 524167

Audio Click 524122

VRS Click 660200

Do you have any questions 
or suggestions?
Our team will be pleased to provide you with personal advice 
on our products, assist you in project engineering, and prepare 
tailored quotations to meet your specific requirements.
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A complete list of all items available for order
can be found in our current product price list.

Follow us on social media

Download the AUMÜLLER app now


