
It effortlessly moves heavy loads.

Powerful. Secure. Easy to install.

SHEV Ventilation

CHAIN
DRIVE
KS15
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It effortlessly moves 
heavy loads.
Powerful performance for roof windows: With a thrust force of 1,500 N, 
the KS15 moves even large and heavy windows safely and reliably. 
Large-area opening elements reduce the number of smoke extraction 
openings required, enabling modern fire protection requirements to be 
implemented economically. It also impresses with its unique mounting 
system and quick cabling thanks to its integrated plug solution.

Chain Drive KS15

Technical data 24 V

Operating voltage 24 V DC

Cut-off current 5 A

Protection rating   IP20

Ambient temperature   -5 °C to +60 °C

Tensile force / thrust max. 1,500 N

Holding force 5,000 N (depending on fastening)

Chain Robust, nickel-plated steel chain

Connection cable
Silicone, halogen-free, 
grey, 5 x 1.0 mm², 3 m 

Speed 6 – 17 mm/s, programmable

Stroke
Default setting: see order data
Settings data: 100 – 1,000 mm

Technical data 230 V

Operating voltage 230 V AC

Cut-off current  0,6 A

Protection rating   IP20

Ambient temperature   -5 °C to +60 °C

Tensile force / thrust max. 1,500 N

Holding force 5,000 N (depending on fastening)

Chain Robust, nickel-plated steel chain

Connection cable
Silicone, halogen-free, 

grey, 6 x 0.75 mm², 3 m 

Speed 6 – 17 mm/s, programmable

Stroke 
Default setting: see order data
Settings data: 100 – 1,000 mm

Chain Drive KS15

■		 For controlled natural ventilation, SHEV 
		  and ferralux®-SHEV in accordance with 
		  EN 12101-2 

■		 Integrated intelligent control electronics S12 

■		 Feedback from end position “CLOSED”  
		  (max 24 V, 500 mA)  

■		 Programmable feedback for end position “OPEN”
		  (max 24 V, 500 mA)  

■		 Programming of special functions directly ex 
		  works or after delivery via DCT software.

Technical data



1.500 N

S12

Easy installation
Thanks to its clever mounting system, the 
KS15 can be installed quickly and efficiently. 
The chain is simply hooked into the sash 
bracket, and the drive is pivoted into the 
mounting brackets. The KS15 can be installed 
easily by a single person. This saves time 
and significantly reduces installation costs. 
The KS15 is available in two versions: chain 
drive or belt drive. The chain drive is suitable 
for loads up to 100 kg, while the belt drive is 
suitable for loads up to 200 kg.

Wire Click 
The Wire Click from AUMÜLLER enables  
tool-free, quick, and error-free wiring of the  
KS15 – even in confined installation situ-
ations. The pluggable solution perfectly 
complements the quick-assembly system 
and ensures maximum efficiency during 
installation.

Symmetry at the window 
The symmetrical chain exit of the KS15 and 
its identical construction length in 24 V and 
230 V ensure a consistent appearance and 
uniform force transmission at the window.

The KS15 from AUMÜLLER is a reliable heavy-duty 
chain drive designed for maximum performance, 
ease of handling, and contemporary design. With 
a thrust force of 1,500 N, it reliably moves even 
large and heavy windows with strokes of up to 
1,000 mm. This allows for larger opening elements 
and reduces the number of smoke extraction 
openings required—making it both economical and 
compliant with fire safety regulations. 

Its compact design and slim aluminium housing 
integrate harmoniously into any architectural 
setting. Thanks to the integrated S12 electronics, 
the stroke, speed, and closing force can be flexibly 
adjusted using the DCT software.

HighlightsThe KS15 is suitable for individual operation as well 
as for synchronized systems with sequential control 
– ideal for complex building structures. 
 
Installation is easy and can be carried out by just 
one person. The Wire Click enables quick, tool-free 
cabling – even for retrofitting. This saves time and 
reduces installation costs. Available in 24 V DC 
or 230 V AC, the KS15 also impresses with its 
symmetrical design. 

Conclusion: With the KS15, AUMÜLLER offers a 
sophisticated drive solution that combines power, 
intelligence, and design—for greater safety, comfort, 
and efficiency in modern buildings.

DCT configurator for setting 
the drive parameters (including 
speed, force, soft start)

Compatible with components of the 
AUMÜLLER Click system: Wire Click

Modern design, housing 
made of anodised aluminium, 
custom RAL coating available

Clever mounting system saves 
time and labour during installation

Robust, 
nickel-plated 
steel chain

1,500 N for safe and 
reliable window
movement

Numerous programmable 
parameters with intelligent 
S12 electronics

Frame assembly 

Versatile range of applications: 
Controlled natural ventilation, 
SHEV, and ferralux®-SHEV in 
accordance with EN 12101-2

Chain Technology:

We exclusively use corrosion-resistant and 
maintenance-free roller chains in AUMÜLLER 
chain drives. The stability of our chains is 
attributable to their inherent rigidity. This 
allows them to be used in applications with 
high tensile loads. Depending on their length 
and dimensions, they are also suitable for 
compressive loads.

M-COM Click-enabled for 
self-learning configuration 
in drive network systems

M-COM:

The M-COM independently completes the 
configuration of monitored synchronisation 
and, when additional locking drives are 
used, also manages the closing sequence 
within seconds. Its visual display indicates 
successful configuration, the number of 
connected components, and any detected 
malfunctions in the event of an emergency. 
In the M-COM Click version, installation is 
achieved simply by plugging the module 
into the drive housing.

DCT:

The AUMÜLLER configuration software DCT 
enables precise configuration of AUMÜLLER 
drives. Individual adjustment of drive parame-
ters, even after installation, allows a flexible 
response to on-site conditions and specific 
customer requirements. In addition to config-
uration, the software offers comprehensive 
diagnostic functions.



Ordering details

Chain Drive KS15 Item no.

KS15 800 S12 24 V 525380

KS15 1000 S12 24 V 525400

KS15 1000 S12 230 V 495170

Click Components Item no.

Wire Click – 24 V, 5  x  1.0 mm², 5 m 501290

Wire Click – 24 V, 5  x  1.0 mm², 10 m 501291

Wire Click – 230 V, 6  x 0.75 mm², 5 m 501292

Wire Click – 230 V, 6 x 0.75 mm2, 10 m 501280

Console Item no.

Console set KS15 Schüco AWS 57 R 524080

Console set KS15 Raico FRAME+100/120 RI 524085

Console set KS15 Schüco AW 50 RO 524044
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A complete list of all items available for order 
can be found in our current product price list.

Do you have any questions 
or suggestions?
Our team will be pleased to provide you with personal advice 
on our products, assist you in project engineering, and prepare 
tailored quotations to meet your specific requirements.

Follow us on social media

Download the AUMÜLLER app now


