
Click System
Technical data

Ordering details

Click components Item no.

Wire Click – 24 V, 5  x  1.0 mm², 5 m 501290

Wire Click – 24 V, 5  x  1.0 mm², 10 m 501291

Wire Click – 230 V, 6  x  0.75 mm², 5 m 501292

Wire Click – 230 V, 6 x 0.75 mm2, 10 m 501280

Connect Click 524123

NT Click 1.2 A 495152

NT Click 2.5 A 495151

FV Click 515945

M-COM Click 524167

Audio Click 524122

VRS Click 660200

Create customised solutions. Simply with a click.

Intelligent. Flexible. Innovative. 
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Technical data NT Click 1.2 A

Operating voltage 230 V AC

Rated power 38 W

Output voltage 24 V DC

Output current 1.2 A

Duty cycle 5 cycles (ED 30 % – ON: 3 min / OFF: 7 min)

Protection rating IP32

Ambient temperature  -5 °C to +40 °C

Dimensions 174 x 24 x 35 mm (L × W × H)

Connection cable
Non-halogen PVC cable, 
grey, 6 x 0.75 mm², 3 m

Technical data FV Click

Operating voltage 24 V DC

Cut-off current 0.9 A

Rated power 19 W

Duty cycle 5 cycles (ED 30 % – ON: 3 min / OFF: 7 min)

Protection rating IP32

Ambient temperature  -5 °C to +40 °C

Pushing force 600 N

Breakout force 1,000 N 

Pullout force 1,500 N 

Running time 4.5 s

Stroke 18 mm

Dimensions 376 x 24 x 35 mm (L × W × H)

Features and technical data NT Click 2.5 A

Operating voltage 230 V AC

Rated power 60 W

Output voltage 24 V DC

Output current 2,5 A

Duty cycle 5 cycles (ED 30% – ON: 3 min / OFF: 7 min)

Protection rating IP32

Ambient temperature  -5 °C to +40 °C

Dimensions 326 x 24 x 35 mm (L × W × H)

Connection cable
Non-halogen PVC cable, 
grey, 6 x 0.75 mm², 3 m

SHEV Ventilation

A complete list of all items available 
for order can be found in our current 
product price list.

Do you have any questions 
or suggestions?
Our team will be pleased to provide you with personal advice 
on our products, assist you in project engineering, and prepare 
tailored quotations to meet your specific requirements.

CLICK-
SYSTEM



Create customised 
solutions. 
Simply with a click.

Connect Click
With Connect Click, even complex 
combinations of chain and locking drives 
can be connected quickly and efficiently. 
The result is a consistent, clean appearance 
on the window — without visible cables.

NT Click 2.5 A
The NT Click converts a 24 V drive into a 
230 V drive. In one simple step, up to two 
chain drives and two locking drives can be 
supplied with 2.5 A.

NT Click 1.2 A
The NT Click converts a 24 V drive into a 
230 V drive. One simple step is all it takes to 
supply a chain drive and a locking drive with 
1.2 A.  

Audio Click
An acoustic signal reliably indicates when 
the window is closing — enhancing safe-
ty for power-operated windows. With an 
integrated M-COM function, an intuitive 
teach button, and a built-in status display, 
the Audio Click is quick to install and easy to 
operate.

Schematic representation of possible combinations in the AUMÜLLER Click System FV Click
The FV Click is a powerful locking drive that 
fits perfectly into the composite system – 
both visually and functionally. It can be easily 
connected to the NT Click or chain drives via 
the integrated Click slot. It engages the 
central locking mechanism on the window 
side.

VRS Click
The VRS Click enables networking with 
the VRS Remote and the VRS Rain Sensor, 
allowing radio systems to be configured 
rapidly. The integrated M-COM function 
automatically configures synchronization 
and sequence control. A visual display 
provides information about the status, 
number of connected components, and 
any malfunctions.

Wire Click
For fast, tool-free, and error-free wiring – 
even in confined spaces. Complements the 
Click System perfectly and ensures maximum 
installation efficiency. Replacing drives is now 
quick and straightforward. 

M-COM Click
The M-COM Click automatically configures 
synchronous operation and sequence control 
in drive systems. An optical display provides 
information about the connection status, 
the number of connected components, and 
any malfunctions. Compatible with up to four 
chain drives and two locking drives.

With the Click solutions, AUMÜLLER chain drives with Click slots can 
be customised in no time at all. By combining the various Click compo-
nents, tailor-made solutions can be implemented without the need for 
tools or lengthy configuration.
 
Assemble, plug in, done – the Click system from AUMÜLLER makes 
complex technology simple. No tools, no wiring, no unnecessary effort. 
Instead, you benefit from maximum efficiency and genuine ease of as-
sembly.
 
Each module fulfils a clear function and fits seamlessly into the overall 
system. Whether power supply, interlocking, control, or communication 
– the Click modules automatically connect, supply, and configure 
what belongs together. Everything integrates seamlessly, operates 
smoothly, and presents a clean, professional appearance. The 
components can be combined intuitively – saving time and offering 
absolute reliability. Multiple individual components combine to form 
a robust, integrated system. Simply with a click.

Power Supply Chain and locking drives Control Modules

Modular diversity. Full 
connectivity. Simply with a Click.
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